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*Switches with Blue LED - Vertical (Designed to: IEC60669-1, BS3676)

*Switches with White LED - Vertical (Designed to: IEC60669-1, BS3676)

Switches with Green Fluorescent Indicator - Vertical (Designed to: IEC60669-1, BS3676)

*Switches with White Fluorescent Indicator - Vertical (Designed to: IEC60669-1, BS3676)



Bell Switches - Vertical (Designed to: IEC60669-1, BS3676)

Double Pole Switches - Vertical (Designed to: IEC60669-1, BS3676)

Double Pole Switches (Designed to: BS3676, Part 1: 1989, IEC60669-1, BS EN 60669-1:2000)

(can be supplied in
3x6 size also)



*Switches with Blue LED - Horizontal (Designed to: BS3676, Part 1: 1989 IEC60669-1, BS EN 60669-1:2000)

*Switches with White LED - Horizontal (Designed to: BS3676, Part 1: 1989 IEC60669-1, BS EN 60669-1:2000)

*Switches with Green Fluorescent Indicator - Horizontal (Designed to: BS3676, IEC60669-1, EN 60669-1:2000)



Universal Socket Outlets

Socket Outlets

(Designed to: IEC60884-1:2002, BS5733:1995)

(Designed to: BS1363 Part 2:1995, BS546 PArt 2:1950, IEC60884-1:2002, BS5733:1995)

*Switches with White Fluorescent Indicator - Horizontal (Designed to: IEC60669-1, BS3676)

Bell Switches - Horizontal (Designed to: IEC60669-1, BS3676)



Connection Units (Designed to: BS1363 Part 4:1995, BS5733)

Socket Outlets (Designed to: BS1363 Part 2:1995, BS546:1950, EC60884-1:2002 BS 5733:1995)



TV Outlets

Telephone and Data Outlets Dimmers



Blank Plates

Hotel Series

Socket Outlet

(Designed to: BS5733)



Hotel Series

Technical Specifications

Switches Double Pole Switches

Bell Press Switches



Technical Specifications

TV Socket Outlets

Hotel Series

Telephone and Data Outlets
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